
Royal® Diesel Locomotive Cable (DLO)
EP/CPE DLO, RHH/RHW-2 90ºC, 2KV 

product bulletin

Applications
•   Cranes and hoists
•   Diesel-Electric locomotive traction motor leads
•   Electrical generation and other utility facilities
•   Heavy electric earth-moving equipment
•   Mining and other industrial equipment
•   Offshore oil drilling platforms
•   On-Shore drilling rigs
•   Rail and transit cars
•   Shipyard welding and other high draw machines
•   Storage battery charging 
•   Telecommunications power supply leads

Features
•   Excellent cold impact resistance
•   Fully annealed, highly flexible, stranded, 

tin coated copper conductor
•   Outstanding abrasion resistance
•   Highly resistant to oils, alkalis, and acids
•   2,000 Volt rated
•   90°C wet/dry rated for continuous exposure
•   Approved for CT use (1/0 & larger)
•   NEC suitable as flexible wiring for installation 

in open air, trays (1/0 & larger) or conduit
•   Suitable for -40°C applications
•   Sunlight resistant

Constructions
•   8 AWG through 535 MCM, fully annealed 

tinned copper in accordance with AAR-598 
and ASTM B-33

•   Premium grade EP insulation
•   Robust thermoset black CPE jacket

Specifications & Standards
•   UL Standard 44 
•  Type RHH/RHW-2, 2000V
•   CSA C22.2 No. 38, Type RW90, 1000V
•   FT4 (1/0 AWG and larger)
•   RoHS-2 and REACH Compliant*
•   ICEA S-95-685/ NEMA WC70
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* Compliant with materials list as of 06/18/2012
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Royal® Diesel Locomotive Cable (DLO)
2000V Type DLO / 2000V UL Type RHH/RHW-2, 1000V CSA Type RW-90 

*Ampacity based on NEC Table 310.17 (8 AWG thru 4/0) 90°C.

Larger sizes based on single conductor in free air, 30°C ambient and
90°C cond temperature.

Dimensions and weights are nominal and are subject to industry tolerances unless otherwise noted.

167014 8 37/24 0.055 1.40 0.349 8.86 94 140 80
167015 6 61/24 0.060 1.52 0.382 9.70 131 195 105
167017 4 105/24 0.060 1.52 0.431 10.95 190 283 140
167018 3 133/24 0.060 1.52 0.461 11.71 242 360 165
167019 2 161/24 0.060 1.52 0.496 12.60 268 399 190
167020 1 210/24 0.080 2.03 0.610 15.49 379 564 220
167021 1/0 266/24 0.080 2.03 0.640 16.26 448 667 260
167022 2/0 342/24 0.080 2.03 0.678 17.22 534 808 300
167023 3/0 418/24 0.080 2.03 0.739 18.77 673 1001 350
167024 4/0 532/24 0.080 2.03 0.806 20.47 833 1240 405
167026 262.6 646/24 0.090 2.29 0.926 23.52 986 1467 467
167027 313.3 779/24 0.090 2.29 0.990 25.15 1158 172 518
167029 373.7 931/24 0.090 2.29 1.043 26.49 1435 2136 588
167030 444.4 1102/24 0.090 2.29 1.128 28.65 1686 2509 649
167031 535.3 1330/24 0.090 2.29 1.150 29.21 1941 2889 725
167032 646.6 1591/24 0.090 2.29 1.272 32.31 2383 3546 814
167033 777.7 1924/24 0.090 2.29 1.361 34.57 2816 4191 900
167036 929.9 2317/24 0.090 2.29 1.471 37.36 3162 4706 1010
167035 1111.1 2745/24 0.115 2.92 1.640 41.66 3845 5721 1100


