
SIS/XHHW-2 Wire VW-1
600 VOLT, 90ºC 

Applications
•   Switchboards and panel boards 

•   Power and control circuits in distribution systems

•   Suitable for low toxicity applications

•   Other electrical equipment and raceways not exceeding 600 volts

Features
•   Excellent flame resistance 

•   UL Listed SIS/XHHW-2 for general power and control wiring in accordance with the NEC

•   Excellent physical, electrical, and thermal characteristics

•   CSA listed RW90 for general power or control wiring in accordance with the CEC

Constructions
•   14 AWG through 4/0, fully annealed tinned copper

•   Class K strand in accordance with ASTM B 33

•   Flame-retardant cross-linked polymer

•   Rated 90ºC wet or dry

Specifications & Standards
•   UL Type SIS/XHHW-2—600 volt

•   CSA 22.2 No. 38, RW90

•   In compliance with EPA 40 CFR, Part 261 (Leachable Lead per Method TCLP)

•   ICEA S-95-658/NEMA WC70

•   UL VW-1 Flame Test

•   RoHS and REACH Compliant*

* Compliant with materials list as of 4/9/2009
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COPPERFIELD® UL SIS
CSA RW90 (XLPE)

Dimensions and weights are nominal and are subject to industry tolerances unless otherwise noted.

F14453 14 41/30 0.030 0.76 0.127 3.23 19.0 28

F12218 12 65/30 0.030 0.76 0.145 3.68 25.0 37

18810 10 104/30 0.030 0.76 0.1668 4.27 41.0 61

18808 8 133/29 0.045 1.14 0.246 6.25 69.0 103

18806 6 133/27 0.045 1.14 0.277 7.04 105.0 156

18804 4 133/.0177 0.045 1.14 0.326 8.28 159.0 237

18802 2 133/23 0.045 1.14 0.388 9.86 243.0 362

18821 1/0 1064/30 0.055 1.40 0.477 12.12 563.0 838

18822 2/0 1330/30 0.055 1.40 0.517 13.13 717.0 1067

18823 3/0 1672/30 0.055 1.40 0.571 14.50 902.0 1342

18824 4/0 2109/30 0.055 1.40 0.633 16.08 1121.0 1668

Part 
Number       Gauge     Stranding

Nominal                          Nominal 
Wall                                  OD                            Weight

in.              mm.             in.              mm.           lbs./mft      kg/km


