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Features
•   Excellent flame resistance (UL, VW-1)

•   UL Listed XHHW-2 for general power or 

control wiring in accordance with the NEC

•   Excellent physical, electrical, and thermal 

characteristics

•   Excellent low coefficient of friction properties

•   Oil Resistant I & II

•   Gasoline Resistant I & II

•   Sunlight Resistant

Coleman Cable's Royal® brand of XHHW-2 is manufactured with fully annealed bare copper 

meeting American Society for Testing and Materials (ASTM) B3 specification. The flame retardant

cross-linked polymer insulation provides excellent physical properties, is wet and dry rated at

90°C, and is Reduction of Hazardous Substances (RoHS) and Registration, Evaluation, 

Authorization and Restriction of Chemical (REACH) compliant.

Applications
•   General purpose building wire for use in 

cable tray or approved raceways not 

exceeding 600 volts

•   Suitable for low toxicity applications

•   Distribution board, panel board and switch 

board wiring for instrumentation and control

circuits.

Constructions
•   8 AWG through 750 MCM, fully annealed 

bare copper in accordance with ASTM B3

•   Class B strand in accordance with ASTM B8

•   Flame-retardant cross-linked polymer

•   UL Rated 90ºC wet or dry

Specifications & Standards
•   ICEA S-95-658/NEMA WC70

•   UL Standard 44, Type XHHW-2—600 volt 

•   CSA Standard C22.2 No. 38 Type RW 90

•   FT4, VW-1 (8 AWG or Larger)

•   In compliance with EPA 40 CFR, Part 261 

(Leachable Lead per Method TCLP)

•   RoHS-2 and REACH Compliant*

•   UL, c(UL)

•   ASTM B3, ASTM B8

* Compliant with materials list as of 06/18/2012



LT534-09-01 APRIL13 R7

Coleman Cable Inc. •  1530 Shields Drive  •  Waukegan, IL  60085  •  800.323.9355  •  www.colemancable.com

*Ampacity based on NEC Table 310.17

Colors available with minimum runs. Contact your Coleman Cable Representative

for details.

18014 14 7/.0242 0.031 0.762 0.140 3.45 18 27 35

18012 12 7/.0305 0.031 0.762 0.159 3.91 28 42 40

18011 10 7/.0385 0.031 0.762 0.183 4.49 41 61 55

18080 8 7/.0486 0.047 1.14 0.249 6.10 70 104 80

18060 6 7/.0612 0.048 1.14 0.282 6.91 105 156 105

18040 4 7/.0772 0.048 1.14 0.329 8.10 155 231 140

18030 3 7/.0867 0.049 1.14 0.357 8.79 184 274 165

18020 2 7/.0974 0.049 1.14 0.386 9.58 243 362 190

18010 1 19/.0664 0.059 1.40 0.447 11.33 313 466 220

18100 1/0 19/.0745 0.060 1.40 0.463 12.04 380 565 260

18200 2/0 19/.0837 0.060 1.40 0.504 13.16 470 699 300

18300 3/0 19/.0940 0.060 1.40 0.552 14.43 581 865 350

18400 4/0 19/.1055 0.061 1.40 0.608 15.85 711 1058 405

18250 250 MCM 37/.0822 0.072 1.65 0.707 17.58 877 1305 455

18330 300 MCM 37/.0900 0.072 1.65 0.764 18.92 1012 1506 505

18350 350 MCM 37/.0974 0.073 1.65 0.813 20.19 1231 1832 570

18440 400 MCM 37/.1040 0.073 1.65 0.861 21.34 1390 2068 615

18500 500 MCM 37/.1162 0.074 1.65 0.940 23.44 1709 2543 700

18600 600 MCM 61/.0992 0.090 2.03 1.055 26.16 2046 3045 780

18750 750 MCM 61/.1109 0.091 2.32 1.159 29.43 2660 3959 885

Royal® XHHW-2
-40°C to 90°C Wet/Dry 600V, UL, c(UL)

C US

Dimensions and weights are nominal and are subject to industry tolerances unless otherwise noted.


